REFERENCES


Abbas Niknejad, Mohammad Mahdi Abedi, Gholam Hossein Liaghat and Mohammad Zamani Nejad, “Prediction of the mean folding force during the axial compression in foam-filled grooved tubes by theoretical analysis”, Materials and Design, 37, pp. 144–151, 2012

Ali Alavi Nia and Jamal Haddad Hamedani, “Comparative analysis of energy absorption and deformations of thin walled tubes with various section geometries”, *Thin-Walled Structures*, 48, pp. 946–954, 2010


Christiaan Jan Opperman, “Study of a simplified bumper system subjected to offset impact loading”, *M. S. Thesis*, University of Cape Town, South Africa

D.C. Han, S. H. Park, “Collapse behavior of square thin-walled columns subjected to oblique loads”, *Thin Walled Structures*, 35, pp. 167–184, 1999


Gregory Nagel, “Impact and energy absorption of straight & tapered rectangular tubes”, *Ph. D. Thesis*, Queensland University of Technology, Brisbane, Australia, 2005


Indian Standard Hot Rolled Carbon Steel Sheet and Strip –Specification, Bureau of Indian Standards, 2009

Indian Standard Metallic Materials - Tensile Testing at Ambient Temperature, Third Revision, Bureau of Indian Standards, 2005

J. T. Wang, “An extendable and retractable bumper”, General Motors Corporation, United States, Paper No. 05-0144


Jie Song and Fenglin Guo, “A comparative study on the windowed and multi-cell square tubes under axial and oblique loading”, Thin Walled Structures-66, pp. 9-14, 2013,

Junnings Sun M.S., “Optimization using sequential approach for triangular tube structure in crashworthiness”, *Ph. D. Thesis*, Texas Tech University, Texas, United States, 2005


Masoud Haghi Kashani, Hamid Shahsavari Alavijeh, Hossein Akbarshahi and Mahmoud Shakeri, “Bitubular square tubes with different arrangements under


Murali Krishnan, “The time for action is now”, *Transportation*, April 2010.


Qingwu Cheng, William Altenhof and Li Li, “Experimental investigations on the crush behaviour of AA6061-T6 aluminum square tubes with different types of through-hole discontinuities”, *Thin-Walled Structures*, 44, pp. 441–454, 2006

R. H. Grzebieta, “An alternative method for determining the behaviour of round stocky tubes subjected to an axial crush load”, *Thin-Walled Structures*, 9, pp. 61-89, 1990

Recep Gumruk and Sami Karadeniz, “A numerical study of the influence of bump type triggers on the axial crushing of top hat thin-walled sections”, *Thin-Walled Structures*, 46, pp. 1094–1106, 2008


Shujuan Hou, Qing Li, Shuyao Long, Xujing Yang and Wei Li, “Crashworthiness design for foam filled thin-wall structures”, *Materials and Design*, 30, pp. 2024-2032, 2009

Syed Kamruzzaman, “Energy absorption of tubular structures”, *M.S. Thesis* - Texas Tech University, Texas, United States, 2000


Tomasz Wierzbicki and Joan Huang, “Initiation of plastic folding mechanism in crushed box columns”, *Thin-Walled Structures*, 13, pp. 115-143, 1991


W.J. Witteman, “Improved vehicle crashworthiness design by control of the energy absorption for different collision situations”, *Ph. D. Thesis*, Eindhoven University of Technology, Netherlands, 2000


