# TABLE OF CONTENTS

<table>
<thead>
<tr>
<th>CHAPTER NO.</th>
<th>TITLE</th>
<th>PAGE NO.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>ABSTRACT</td>
<td>iv</td>
</tr>
<tr>
<td></td>
<td>LIST OF TABLES</td>
<td>viii</td>
</tr>
<tr>
<td></td>
<td>LIST OF FIGURES</td>
<td>ix</td>
</tr>
<tr>
<td></td>
<td>LIST OF SYMBOLS AND ABBREVIATIONS</td>
<td>xi</td>
</tr>
<tr>
<td>1.</td>
<td>INTRODUCTION</td>
<td>1</td>
</tr>
<tr>
<td>1.1</td>
<td>Chip Multi-core Processors</td>
<td>2</td>
</tr>
<tr>
<td>1.2</td>
<td>Memory Management in CMP</td>
<td>3</td>
</tr>
<tr>
<td>1.3</td>
<td>Overview of Existing Replacement Policies</td>
<td>3</td>
</tr>
<tr>
<td>1.4</td>
<td>The Problem</td>
<td>6</td>
</tr>
<tr>
<td>1.5</td>
<td>Scope of Work</td>
<td>6</td>
</tr>
<tr>
<td>1.6</td>
<td>Research Objectives</td>
<td>7</td>
</tr>
<tr>
<td>1.7</td>
<td>Contributions</td>
<td>7</td>
</tr>
<tr>
<td>1.8</td>
<td>Outline of the Thesis</td>
<td>8</td>
</tr>
<tr>
<td>1.9</td>
<td>Summary</td>
<td>9</td>
</tr>
<tr>
<td>2.</td>
<td>LITERATURE SURVEY</td>
<td>10</td>
</tr>
<tr>
<td>2.1</td>
<td>Replacement Policies</td>
<td>10</td>
</tr>
<tr>
<td>2.2</td>
<td>Data Prefetching and Cache Bypassing</td>
<td>11</td>
</tr>
<tr>
<td>2.3</td>
<td>Effectiveness of Cache Partitioning</td>
<td>11</td>
</tr>
<tr>
<td>2.4</td>
<td>Embedded System Processors</td>
<td>12</td>
</tr>
<tr>
<td>2.5</td>
<td>Performance of Shared Last-Level Caches</td>
<td>13</td>
</tr>
<tr>
<td>2.6</td>
<td>Cache Thrashing and Cache Pollution</td>
<td>15</td>
</tr>
<tr>
<td>2.7</td>
<td>Prevalence of Multi-Threaded Applications</td>
<td>16</td>
</tr>
<tr>
<td>2.8</td>
<td>Summary</td>
<td>17</td>
</tr>
<tr>
<td>3.</td>
<td>CONTEXT-BASED DATA PATTERN EXPLOITATION TECHNIQUE</td>
<td>18</td>
</tr>
<tr>
<td>CHAPTER NO.</td>
<td>TITLE</td>
<td>PAGE NO.</td>
</tr>
<tr>
<td>------------</td>
<td>-----------------------------------------------------------</td>
<td>----------</td>
</tr>
<tr>
<td>3.1</td>
<td>Introduction</td>
<td></td>
</tr>
<tr>
<td>3.1.1.</td>
<td>Different Types of Application Workloads</td>
<td></td>
</tr>
<tr>
<td>3.2</td>
<td>Basic Structure of CB-DPET</td>
<td></td>
</tr>
<tr>
<td>3.3</td>
<td>DPET</td>
<td></td>
</tr>
<tr>
<td>3.4</td>
<td>DPET-V: A Thrash Proof Version</td>
<td></td>
</tr>
<tr>
<td>3.5</td>
<td>Policy Selection Technique</td>
<td></td>
</tr>
<tr>
<td>3.6</td>
<td>Thread Based Decision Making</td>
<td></td>
</tr>
<tr>
<td>3.7</td>
<td>Block Status Based Decision Making</td>
<td></td>
</tr>
<tr>
<td>3.8</td>
<td>Modifications in the Proposed Policies</td>
<td></td>
</tr>
<tr>
<td>3.9</td>
<td>Comparison between LRU, NRU and CB-DPET</td>
<td></td>
</tr>
<tr>
<td></td>
<td>3.9.1 Performance of LRU</td>
<td></td>
</tr>
<tr>
<td></td>
<td>3.9.2 Performance of NRU</td>
<td></td>
</tr>
<tr>
<td></td>
<td>3.9.3 Performance of DPET</td>
<td></td>
</tr>
<tr>
<td>3.10</td>
<td>Results</td>
<td></td>
</tr>
<tr>
<td>3.10.1</td>
<td>CB-DPET Performance</td>
<td></td>
</tr>
<tr>
<td>3.11</td>
<td>Summary</td>
<td></td>
</tr>
<tr>
<td>4.</td>
<td>LOGICAL CACHE PARTITIONING TECHNIQUE</td>
<td></td>
</tr>
<tr>
<td>4.1</td>
<td>Introduction</td>
<td></td>
</tr>
<tr>
<td>4.2</td>
<td>Logical Cache Partitioning Method</td>
<td></td>
</tr>
<tr>
<td>4.3</td>
<td>Replacement Policy</td>
<td></td>
</tr>
<tr>
<td>4.4</td>
<td>Insertion Policy</td>
<td></td>
</tr>
<tr>
<td>4.5</td>
<td>Promotion Policy</td>
<td></td>
</tr>
<tr>
<td>4.6</td>
<td>Boundary Condition</td>
<td></td>
</tr>
<tr>
<td>4.7</td>
<td>Comparison with LRU</td>
<td></td>
</tr>
<tr>
<td>4.8</td>
<td>Results</td>
<td></td>
</tr>
<tr>
<td>4.8.1</td>
<td>LCP Performance</td>
<td></td>
</tr>
<tr>
<td>4.9</td>
<td>Summary</td>
<td></td>
</tr>
<tr>
<td>CHAPTER NO.</td>
<td>TITLE</td>
<td>PAGE NO.</td>
</tr>
<tr>
<td>------------</td>
<td>---------------------------------------------------</td>
<td>----------</td>
</tr>
<tr>
<td>5.</td>
<td>SHARING AND HIT-BASED PRIORITIZING TECHNIQUE</td>
<td>58</td>
</tr>
<tr>
<td></td>
<td>5.1 Introduction</td>
<td>58</td>
</tr>
<tr>
<td></td>
<td>5.2 Sharing and Hit-Based Prioritizing Method</td>
<td>59</td>
</tr>
<tr>
<td></td>
<td>5.3 Replacement Priority</td>
<td>60</td>
</tr>
<tr>
<td></td>
<td>5.4 Replacement Policy</td>
<td>61</td>
</tr>
<tr>
<td></td>
<td>5.5 Insertion Policy</td>
<td>66</td>
</tr>
<tr>
<td></td>
<td>5.6 Promotion Policy</td>
<td>66</td>
</tr>
<tr>
<td></td>
<td>5.7 Results</td>
<td>66</td>
</tr>
<tr>
<td></td>
<td>5.7.1 SHP Performance</td>
<td>66</td>
</tr>
<tr>
<td></td>
<td>5.8 Summary</td>
<td>69</td>
</tr>
<tr>
<td>6.</td>
<td>EXPERIMENTAL METHODOLOGY</td>
<td>63</td>
</tr>
<tr>
<td></td>
<td>6.1 Simulation Environment</td>
<td>70</td>
</tr>
<tr>
<td></td>
<td>6.2 PARSEC Benchmark</td>
<td>71</td>
</tr>
<tr>
<td></td>
<td>6.3 Evaluation of Many-Core Systems</td>
<td>71</td>
</tr>
<tr>
<td></td>
<td>6.4 Storage Overhead</td>
<td>76</td>
</tr>
<tr>
<td></td>
<td>6.4.1 CB-DPET</td>
<td>76</td>
</tr>
<tr>
<td></td>
<td>6.4.2 LCP</td>
<td>76</td>
</tr>
<tr>
<td></td>
<td>6.4.3 SHP</td>
<td>76</td>
</tr>
<tr>
<td>7.</td>
<td>CONCLUSION AND FUTURE WORK</td>
<td>78</td>
</tr>
<tr>
<td></td>
<td>7.1 Conclusion</td>
<td>78</td>
</tr>
<tr>
<td></td>
<td>7.2 Scope for Further Work</td>
<td>79</td>
</tr>
<tr>
<td></td>
<td>REFERENCES</td>
<td>81</td>
</tr>
<tr>
<td></td>
<td>LIST OF PUBLICATIONS</td>
<td>97</td>
</tr>
<tr>
<td></td>
<td>TECHNICAL BIOGRAPHY</td>
<td>98</td>
</tr>
</tbody>
</table>