REFERENCES


Astakhov, V.P., Surface integrity - definition and importance in functional performance. *Surface Integrity in Machining*, 2010.


Barker, T.B., Engineering Quality by Design. 1990 Marcel Dekker; New York.


• Bhushans, B., Principal and application of tribology. 1996, Wiley; New York.
• Brandenberg, K., Successfully Machining Austempered Ductile Iron. *Applied process Inc. Technologies*, 2001, Div.-Livonia; Michigan, USA.
• Chiang, K.T., Fu-Ping Chang and De-Chang Tsai, Modeling and analysis of the rapidly resolidified layer of SG cast iron in the EDM process through the response surface methodology. Journal of Materials Processing Technology 2007, 182, 525-533.
• Childs, T., Maekawa, K., Obikawa, T. and Yamane Y., Metal Machining - Theory and Applications. 2000, London.
• Dakwood, I. and Diesburg, D., Proc. 2nd Int. Conf. on ADI, ASME Gear Research Institute, 1986, 123.
• Darwish, N. and Elliot, R., Austempering of low manganese ductile irons. Part 1,

- Dmowska, A., Surface properties after successive EDM or EDA and then superficial roto pin machining. 2012, Hindawi Publishing Corporation, Advances in tribology.
- Druschitz, A.P. and Fitzgerald, D.C., MADI Introducing a New, Machinable,


• Hayrynen, K.L., Moore,D.J. and Rundman, K.B. Tensile and Fatigue Properties of Relatively Pure ADI. Trans. AFS, 1992, 100, 93-104.


• Hepp, E., Hurevich, V. and Schafer, W., Integrated modeling and heat treatment

- Hornung, K., Gears for bainitic nodular cast iron. Dissertation for the degree of Doktor-In genieur, 1983, Faculty of Mechanical Engineering, Technical University of Munich.
- Hornung, K. and Hauke, W., Austempered ductile iron (ADI), A material for gears. Trans. ASM, 1984, 185, 185-213.
- Janowak, J.F. and Morton, P.A., A guide to mechanical properties possible by austempering 1.5%-0.3% Mo ductile iron. AFS Trans., 1984, 1, 489-498.


- Kazerooni, R., Nazarboland, A. and Elliot, R., Use of austenitising temperature in


- Klocke, F. and Klöpper, C., Machining of ADI. WZL - Laboratory of Machine Tools and Production Engineering: University of Technology, Aachen, Germany.


- Komanduri, R., Mechanism of Chip Formation in High-Speed Machining. *Industrial Tooling Conference* 1995, Southampton, United Kingdom.


- Kurt, H., Modern Casting, 1986, **76**, 35.

- Laino, S., Sikora, J.A. and Dommarco, R.C., Development of wear resistant


• LeHouillier, Begin, G. and Dubey, A., Met. Trans., 1971, 2, 2645-2653.

• Lei, T.S., Chen, E.T., Lee, S. and Lin, Y.C., 1st Int. Conf. on ADI, 1984, 45.


• Liao, Y.S., A Study to achieve fine surface finish in wire EDM. Journal of Material processing technology, 2004.


• Montgomery, D., Design and Analysis of experiments. 2001, John Wiely and Sons; New York.


• Murakami, N., Kobayashi, R. and Owadano, T., Austenitizing and Quench-

- O'Rourke, B., A look at today's cast iron. *Production-Machining,* 2003, 1-5.
- Park, Y.J., Gundlach, R.B. and Janowak J.F., Monitoring the bainite reaction during austempering of ductile iron and high silicon cast steel by resistively measurement. *AFS Trans.,* 1987, 95, 411-416.
- Peterson, R.G., Design and Analysis of Experiment. 1985, Marcel, Dekker; New
York.


- Rashid, A.R., and Hashemi, B., Microstructural and mechanical properties (hardness) investigations of 0.61%Al-1.11 %Si austempered ductile iron. *TMS Annual Meeting*, 2011, 3, 915-922.


York.

- Shamanth, Sethuram, D. and Murthy K.N., Tensile strength and mechancal properties evaluation of permanent mould ductile iron subjected to novel two step austempering process. International Journal of Engineering Research and

- Sharma, R.C., Principles of Heat Treatment of Steels. 1996, 1st edn, 139-149.
- Sharma, V.K., 1st Int. Conf. On ADI, 1984, 53.
- Shaw, M. C., Metal Cutting Principles. 1986, Oxford University Press; New York.
- Smith, G.T., What is Machinability and how can it be assessed. Industrial tooling conference, 1995, Southampton, United Kingdom.


• Taguchi, G., Introduction to quality engineering - designing quality into product and processes. 1986, Asian Productivity Organization; Tokyo.


• Tayanc, M. and Aztekin, K., Investigate the fatigue behavior of the austempered unalloyed ductile iron. 2007, 28, 797-803.


• Voigt, R. C. and Loper, C. R., Austempered Ductile Iron—Process Control and


Voigt, R.C., *57th World Foundry Congress Osaka*, 1990, **5**.


Westermann Tables, 1992, Wiley eastern Ltd., New Delhi, India; 95-96.

Yan, Mi., Effect of copper, molybdenum, silicon, on content of retained austenite of ADI. *Scrip. Mett.*, 1995, **32**, 1313.


Yicheng, Z., Hypoid pinion and ring gears of bainitic nodular iron with shell molded cast teeth. *46th International Foundry Congress, Madrid*, 1979, **7**.


• Zhongkui, Z., Quingzhou, S., Hailong, M. And Junxian, Z., *8th Int. Symp. on Science and processing of cast iron, Beijing*, 2006, 464-467, China.


